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Game changer
Indefinite on-site storage

August 26, 2014 NRC approved
60 years (short term) on-site storage
100 years (long term) on-site storage
Indefinite on-site storage

No other storage sites on horizon

Current U.S. thin steel canister designs inadequate
Cannot be inspected or repaired
May have stress corrosion cracks
No early warning monitoring

Edison plans to spend $400 million for a thin canister
system (~100 canisters) for San Onofre spent fuel
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NRC proposed plan inadequate

NRC revision to NUREG-1927 scheduled for 2015

NRC plans to require first inspection after 25 years,
allowing vendor 5 years to develop inspection
technology

Only requires inspection of one canister per plant
That same canister to be inspected every 5 years

NRC to allow up to 75% through-wall crack even
though there is no seismic rating for cracked
canisters
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Two-year old Diablo Canyon canister
has conditions for cracking

NRC assumed it would take over 30 years before
temperatures low enough for cracks — proven wrong

Canister inspected for temperature and salts; no
technology exists to inspect for cracks or corrosion

Temperature low enough to initiate cracking in marine
environment in only two years — under 85°C (185°F)

Salts found on canister can trigger corrosion and cracking

SanOnofreSafety.org



Thin Canisters vs. Thick Casks

Thin Thick
Safety Feature Canisters Casks
Thick walls 1/2” to 5/8” Up to 20"
Won't crack v
Ability to repair v
Ability to inspect 4
Early warning monitor v
ASME canister or cask certification v
Defense in depth 4
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Thick casks designhed
for longer storage

Market leader internationally

No stress corrosion cracking

Can inspect casks

Thick casks body -- forged steel or thicker ductile cast iron up to 20"
Early warning before radiation leak (remote lid pressure monitoring)
Double bolted thick steel lids allow reloading without damaging cask

Cask protects from all radiation, unlike thin steel canisters. No concrete
overpack required. Stored in concrete building for additional protection

Both a storage and transport cask

Parts (seals, lids) can be replaced, if needed

ASME & international manufacturing cask certifications
Defense in depth — damaged fuel sealed for radiation protection
Not currently licensed in U.S. (18 to 30 month process)
Vendors won’t request license unless they have customer
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Sandia Labs: Ductile cast iron
performs in an exemplary manner

...Studies cited show DI [ductile iron] has sufficient fracture
toughness to produce a containment boundary for radioactive

material transport packagings that will be safe from brittle
fracture.

...Studies indicate that even with drop tests exceeding the
severity of those specified in 1 OCFR7 1 the DI packagings
perform in an exemplary manner.

Low temperature brittle fracture not an issue. The DCI casks
were tested at -29°C and -49°C exceeding NRC requirements.
Conclusions shared by ASTM, ASME, and IAEA.

Fracture Mechanics Based Design for Radioactive Material Transport
Packagings Historical Review, Sandia Labs, SAND98-0764 UC-804,
April 1998 http://www.osti.gov/scitech/servlets/purl/654001
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Germany interim storage
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Problems with thin stainless steel
canisters

Cannot inspect exterior or interior for cracks
Cannot repair cracks

No warning BEFORE radiation leaks
Canisters not ASME certified

No defense in depth

Unsealed damaged fuel cans

Early stress corrosion cracking risk

No adequate plan for failed canisters
Inadequate aging management plan
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Thin canisters not what they're
cracked up to be

Condition of existing canisters unknown

No technology exists to inspect these canisters

Canisters in use less than 30 years (1986)

Won’'t know until after leaks radiation
Other welded stainless steel items at nuclear plants failed
In 11 to 33 years at ambient temperatures ~20°C (68°F)
Crack initiation unpredictable

Cracks more likely to occur at higher end of temperature
range up to 80°C (176°F) instead of ambient temperatures

Canister temperatures above 85°C will not crack from
marine air — salts won't stay and dissolve on canister

Crack growth about four times faster at 80°C (176°F) in
“wicking” tests compared with 50°C (122°F)
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Thin canisters cannot be inspected

No technology to detect surface cracks, crevice and
pitting corrosion in thin canisters filled with nuclear waste

Canister must stay inside concrete overpack/cask due to
radiation risk, so future inspection technology may be limited

Thin canisters do not protect from gamma and neutrons
Microscopic crevices can result in cracks

Thick casks can be inspected
Provide full radiation barrier without concrete

Surfaces can be inspected
Not subject to stress corrosion cracking
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Thin canisters not repairable

No current technology to repair
canisters filled with nuclear waste
Canisters must be repaired under water
Holtec Dr. Singh: should not attempt repair
Surface must be completely smooth to avoid
Imperfections that can initiate cracks
No seismic rating for a cracked canister

No plan for replacing canisters or casks

Funds not budgeted
NRC allows pools to be destroyed, removing only method for
replacing canisters and casks

Vendor proposal to transport cracked canister in transport
cask is unsafe and not NRC approved
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Thin canisters not designed to be
replaced

Welded lid not designed to be removed
Lid must be unwelded under water

Fuel transfer from damaged canister to new canister
must be done under water

No spent fuel has ever been reloaded into another
thin canister

Thick casks are designed to remove and reload fuel
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No warning before radiation leaks from
thin canisters

No pressure or helium monitoring
Remote temperature monitoring not early warning

No remote or continuous canister radiation
monitoring

Workers “periodically” walk around canisters with portable
radiation monitors

Thick casks have continuous remote pressure
monitoring — alerts to early helium leak

Thick casks have continuous remote radiation
monitoring
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Thin canisters not ASME certified

Canisters do not have independent quality
certification from American Society of Mechanical
Engineers (ASME)

NRC allows exemptions to some ASME standards
No independent quality inspections

ASME has not developed standards for spent fuel
stainless steel canisters
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No defense in depth in thin canisters

Thin stainless steel canisters do not protect from
gamma or neutron radiation

Unsealed concrete overpacks/casks required for gamma and
neutron protection

Damaged fuel placed in vented cans provide no
radiation protection

High burnup fuel can damage protective Zirconium
cladding in dry storage

Technology to examine fuel assemblies for damage
IS limited
We're only 1/2” to 5/8” away from a radiation disaster
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Recommendations

NRC needs to act now
Freeze procurement of thin canisters
Set higher dry storage standards
Evaluate thick cask technology used internationally

Review Sandia Labs report to dispel myth of ductile cast
iIron embrittlement

Don’t approve removal of empty pools until DOE takes waste

Base standards on longer term storage needs
Not on limitations of thin canister technology
Not on vendor promises of future solutions

Be proactive — take a leadership role
Utilities need to evaluate thick cask technology

SanOnofreSafety.org 17



References

Diablo Canyon: conditions for stress corrosion cracking in two
years, D. Gilmore, October 23, 2014

https://sanonofresafety.files.wordpress.com/2011/11/diablocanyonscc-2014-10-23.pdf

Top Ten Reasons to Buy Thick Casks, D. Gilmore,
October 14, 2014

https://sanonofresafety.files.wordpress.com/2014/10/thincanistersvsthickcasks2014-10-
14.pdf

Dry Cask Storage Issues, D. Gilmore, September 23, 2014
https://sanonofresafety.files.wordpress.com/2011/11/drycaskstorageissues2014-09-23.pdf

Additional references: SanOnofreSafety.org

SanOnofreSafety.org

18


https://sanonofresafety.files.wordpress.com/2011/11/diablocanyonscc-2014-10-23.pdf
https://sanonofresafety.files.wordpress.com/2014/10/thincanistersvsthickcasks2014-10-14.pdf
https://sanonofresafety.files.wordpress.com/2014/10/thincanistersvsthickcasks2014-10-14.pdf
https://sanonofresafety.files.wordpress.com/2011/11/drycaskstorageissues2014-09-23.pdf
http://sanonofresafety.org/

Donna Gilmore
SanOnofreSafety.org

dgilmore@cox.net




Additional Slides

SanOnofreSafety.org

20



Fukushima thick casks
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Fukushima cask building
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San Onofre Cesium-137
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Waste is not going anywhere

Yucca Mountain geological repository issues unresolved
DOE plan: Solve water intrusion issue 100 years AFTER loading nuclear waste
Inadequate capacity for all waste
Not designed for high burnup fuel

Congress limited DOE to consider only Yucca Mountain
Funding of storage sites unresolved
Communities do not want the waste

Poor track record for finding safe waste solutions
New Mexico WIPP repository leaked within 15 years
Washington Hanford repository leaking containers
Other storage sites leaked

Inadequate transport infrastructure & potential for accidents

High burnup fuel over twice as radioactive, hotter, and unstable

Zirconium cladding more likely to become brittle and crack -- eliminates key defense in
depth. Radiation protection limited to the thin stainless steel canister. Concrete
overpack/cask only protects from gamma and neutrons.

Fuel assemblies damaged after storage may not be retrievable
Inspection of damaged fuel assemblies is imperfect
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Background information

CoCs/licenses for high burn-up fuel storage to be renewed
over next few years

— 2012 Prairie Island-TN-40HT, Calvert Cliffs-NUHOMS?

— 2015 Transnuclear-NUHOMS 1004

— 2020 NAC-UMS; Holtec-Hi-STORM

Storage of high burn-up fuel is relatively recent
9 years - Maine Yankee? (since 2003) up to 49.5 GWd/MTU
7 years - Robinson (since 2005) up to 56.9 GWd/MTU
6 years - Oconee (since 2006) up to 55 GWd/MTU
<4 years for most - up to 53.8 GWd/MTU
= ~ 200 loaded-casks contain high burn-up fuel

= Most fuel in pools for future loading is high burn-up

Né I 1) Since 1992, allowable burn-up to 47 GWd/MTU, since 2010, up to 52 GWd/MTU
- . v »
2) All high burn-up fuel is in damaged fuel cans




High Burnup
Fuel Approval

June 1992
Up to 60 GWdA/MTU
(60 MWD/kg)
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